
PHYSICAL PARAME TERS:

SPECIFICATIONS:

PRODUC T FEATURES:

DESCRIPTION:
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• Instant Start: No flickering or humming
• 160° rotation
• Isolated driver
• Die cast aluminum housing
• Lifetime of 50,000 hrs or greater
• UL Listed (E343376)
• DL Listed

o CPS-PL-G24
• 5 Year Limited Warranty

• Wattage: 10w
• Lumens: 1,000 (approx > 100lm/w)

• Equivalence: 26w Compact Fluorescent Lamps
• Beam Angle: 180°
• IP Rating: IP44

LED Chips: SMD 3014
• PF: >0.90

• Dimensions
o Diameter: 1.35”
o Height:      6.85"
o Width:       1.35"

• Weight
o 0.26 lbs

Touch-Plate's PLC Bulbs were designed to offer better 
security, more lumens, and higher cost savings. Our 
PLC Bulbs can offer energy savings of 70% or greater 
over traditional PLC compact fluorescent lamps. Our 
LEDs are optimal for retrofit installations.
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INSTALLATION INFORMATION ( WIRING)
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Bronze Ser ies  PLC Horizontal  Bulb

T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  i n  a c c o r d a n c e  w i t h  N a t i o n a l  E l e c t r i c a l  C o d e ( N E C )  
a n d / o r  a p p l i c a b l e  l o c a l  c o d e s ,  b y  a  q u a l i f i e d  e l e c t r i c i a n .

D A N G E R  -  R I S K  O F  S H O C K  -  D I S C O N N E C T  P O W E R  B E F O R E  I N S T A L L A T I O N

• Remove the old  bal last  or  d isconnec t  the bal last  f rom the exist ing lamp holder.
• Reconnec t  the wir ing direc t ly  to  the exist ing lamp holder.
• I nsta l l  the new LED.




