
PHYSICAL PARAME TERS:

SPECIFICATIONS:

PRODUC T FEATURES:

DESCRIPTION:
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• Polycarbonate housing
• Flicker free
• Water proof
• Rust and corrosion free
• • UL Listed (E481307)
• DLC Listed

o ZY-S4-40w
• Lifetime of 50,000 hrs or greater
• 5 Year Limited Warranty

• Wattage: 40w
• Lumens: 4,800 &  5,200 (approx > 120-130lm/w)

• Equivalence: T12 or T8 Fixtures
• IP Rating: IP65
• LED Chips: SMT
• PF: >0.90

• Dimensions
o Length: 47.24”
o Depth:     2.87"
o Width:     3.59"

• Weight
o 4.87lbs

Gold  Series  Linear 
Tri-Proof  4ft 

40w Touch-Plate's Linear Tri-Proof Lights are designed to 
offer better security, more lumens, and higher cost 
savings. Our Linear Tri-Proof Lights can offer energy 
savings of 70% or greater over traditional T12 and T8 
bulbs. Our LEDs are optimal for new construction and 
retrofit installations.
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Gold  Ser ies  L inear  Tr i -Proof
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• E m e r g e n c y  B a c k u p
• P h o t o c o n t r o l  S e n s o r
• S  H o o k  C l i p :  M e d i u m  o r  L a r g e
• S t a i n l e s s  S t e e l  M a g n e t i c  ‘ O ’  H o o k
• 3  P i n  S p l i c e  C o n n e c t o r

ACCESSORIES
( s p e c i f i e d  a t  t i m e  o f  o r d e r )

• W a l l  M o u n t  I n s t a l l a t i o n  K i t
• S u s p e n d e d  M o u n t  I n s t a l l a t i o n  K i t
• S t a i n l e s s  S t e e l  C a b l e :  2 f t / . 5 m ,  3 f t / 1 m ,  7 f t / 2 m ,

1 0 f t / 3 m ,  o r  2 0 f t / 6 m
• N o  P l u g  E x t e n s i o n :  3 f t / 1 m  o r  1 0 f t / 3 m
• 3  P r o n g  P l u g :  7 f t / 2 m

PHOTOMETRIC

      
   



INSTALLATION INFORMATION ( WIRING)
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Gold  Ser ies  L inear  Tr i -Proof

T h i s  p r o d u c t  m u s t  b e  i n s t a l l e d  i n  a c c o r d a n c e  w i t h  N a t i o n a l  E l e c t r i c a l  C o d e ( N E C )  
a n d / o r  a p p l i c a b l e  l o c a l  c o d e s ,  b y  a  q u a l i f i e d  e l e c t r i c i a n .

D A N G E R  -  R I S K  O F  S H O C K  -  D I S C O N N E C T  P O W E R  B E F O R E  I N S T A L L A T I O N

INSTALLATION INFORMATION

• Make the necessary ‘HOT  ’  ( B l a c k  o r  B r o w n )  ,  ‘Neutral  ’  (  W h i t e  o r  B l u e  ) ,  and  ‘Ground’  ( G r e e n )
connections in an approved junction box.




